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Snowplow operators frequently 
encounter highway-railway crossings. 
Special caution is required at these 
crossings to protect the operator, 
roadway users, the railway and 
employees. Laws and policies vary in 
each State and company—know the 
law, regulations and policies that apply 
in your State and within your 
organization!  

Following the plowing procedures 
recommended below can prevent 
needless tragedies.  

Approaching a Crossing  

If required, stop the plow before reaching the 
crossing no closer than fifteen (15) feet from 
the nearest rail;  

Before resuming, make sure there is enough 
room on the other side for the whole snow 
plow to clear the tracks, including your 
vehicle’s overhang. Know the length of your 
vehicle! Remember, the train will be at least 
three feet (3) wider than the rails on both 
sides;  

Ensure it is safe to cross the tracks by looking 
both ways. Open windows/ doors and turn off 
radios or fans so as to see and hear better. 
Ensure you can see past obstructions such as 
mirrors, pillars, or attachments;  

Raise the plow blade and wing or other 
attachments high enough to clear the tracks 
and signals;  

To avoid stalling, use a gear which will let you 
cross the tracks without shifting;  

Be especially careful at crossings without 
gates, flashing lights or bell. Even if there are 
active warning signals, and they do not 

indicate a train is approaching, you must look 
and listen to be sure it is safe to proceed;  

After you have started over the tracks, if the 
crossing lights begin to flash, KEEP GOING. 
It is safer to continue forward than to reverse.  

Snow, Salt, & Chemicals  

Avoid piling snow on or near railway 
crossings. Windrows must be kept to a 
minimum as they reduce visibility at crossings 
and may be hit by a passing train.  

Thrown ice or hard packed snow could result 
in possible injury to the public.  

Do not pile snow under gate arms or 
mechanisms. This may result in the 
malfunction of railway signal equipment;  

When possible, do not pile snow on access 
roads parallel and adjacent to the tracks;  

When possible, “clear” crossing approaches to 
bare pavement in order to expose 
railway/pavement markings.  

Never dump salt or chemicals directly on or 
near any highway-railway crossing. Salt or 
chemicals reduce the resistant properties of 
track ties and rock ballast. This in turn can 
cause the electrical signals carried through the 
rails to short out, resulting in activation of 
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flashing light warning devices or malfunction 
of train signals.  

To prevent sand from being carried onto the 
tracks, ensure sand is not applied within 
fifteen (15) feet of railway crossing tracks;  

To prevent a build-up at the crossing, which 
could contribute to derailments, avoid or limit 
the use of abrasives at railway crossings.  

Maintenance Considerations  

Contact the railway before performing work in 
proximity to a crossing!  

If maintenance requires work within twenty 
five feet of the trackage, you need permission 
from the railway before starting in order to 
ensure safety and compliance with regulations.  

Please remember: ANYTIME IS TRAIN 
TIME! As you carry out maintenance at a 
railway crossing, crossing signals may activate 
as little as 20 seconds before a train arrives. 
An average large truck can take 18 seconds to 
clear the track area from a standing start.  

Emergency Situations/Reporting Hazards  

If your plow stalls or gets stuck on a crossing, 
get out immediately and move quickly to a 
point at least 100 feet, or more, away from the 
track and the truck. This will reduce the 

chances of being struck by flying debris if a 
train hits the vehicle.  

If the plow or wing accidentally hits the rail, 
signage, or signal equipment, report it 
immediately. Notify your dispatcher and/or 
contact the railway directly.  

Many railway companies post their emergency 
numbers prominently at crossings. If the 
number cannot be located immediately, call 
911 or the local emergency number.  

Police Officer or Flag Person at the 
Crossing 

If a police officer or properly identified 
railway flag person is at the crossing, obey 
directions. Remember, however, you are not 
relieved of the responsibility to ensure your 
personal safety and you must confirm it is safe 
to cross the tracks by looking and listening for 
the approach of a train. 

This Brochure Developed by Canada 
Operation Lifesaver 
Website: www.operationlifesaver.ca  
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LOOK, LISTEN, LIVE!  
OPERATION LIFESAVER 901 – 99 Bank Street, 
Ottawa, Ontario K1P 6B9 Tel.: 613-564-8100 Fax: 613-
567-6726  
E-mail:admin@operationlifesaver.ca 

 

ABOUT OPERATION LIFESAVER 

Operation Lifesaver’s mission is to end 
collisions, deaths and injuries at 
highway-rail grade crossings and on rail 
property through a nationwide network 
of volunteers who work to educate 
people about rail safety. Our national 
office in Alexandria, VA, supports state 
programs, developing videos, 
educational brochures, instructional 
information and other materials for 
audiences of all ages. Our state 
coordinators are located in all 50 states. 

National Office 

Operation Lifesaver, Inc. 
1420 King Street, Suite 401 
Alexandria, VA 22314 

1-800-537-6224 Fax: 703-519-8267 
703-739-0308  

Email : general@oli.org 
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